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Configuring the ELD
bef omper ati on

Read this chapter before op&ilaiihg the
Confirm you have receseadratl component, make sure your
account was created and you have access to the ELD online portal

keep it inside the cakhis document contains critical information to gnlgp

operate your ELD and a list of malfunctemd how to resolve theltis also

recommended to write down your ECM déviee i dshowh belbw) enra
separate locatiam case you lose this document.

T o save time in the futuree recommend yquint a copy of this documeantd

Insomeinstances,  this manual uses Icon Keys to direct your

ICON KEY attention to specific and important information. See the
% Importantinformation  different icons on #hleft.
I Take notes

Online support account

& Appears on Logbook
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What you need before operating the ELD?

Mobile Device ECM + Adapter Harness Access to the ELD online portal

Your mobile devic@vhere the ELD app is running) must a) have Bluetoathied
and b) be connected to the intesititer with a cellular daanor connected to a hot
spot.

Installing the ECM device

Please pluthe ECM devicto the vehiclé s d i a g memnecasesyopnaightt
need to use the ECM adapteplug the device on J1939 port

Locate the diagnostic p(ste image below for possible locations depending o vehicle
make, model aneéar).

% For the ELD to remain compliant, it must remain connected tarttledz0MrugnEe
data. Engine data is only available whénshe eehidei ne i s tur ned
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Loc&®upport A€CcoilEliDalconfigur at.i

The initial configuration is only required right after installing the ELD app for the first
time andit is no longer needed after. The objective is to initially configure a vehicle
profile (tractor nenber VIN numbe) and connect/test the ECM devicanection

Configuring the ELD with the right asset

The ELD has to be linketb a carrieasse{vehicl¢ Please tap on

the truck or traileamage to pick from the asset list downloddeng

login (see list below) or to manually enter (if allowed) a new truck or

trailer.Once you select a tractor or trailer fromdthwenloaded lis

the ELD will always use théN number license platand
registration statisplayed on the list

B

‘LI_ Vehicle Profile

SELECT TRACTOR SELECT TRAILER

Tractor Information:

o
Em e

) e

Trailer Information:

: - - Es tablishing ECM Connection

¢ Before a driver can operate an EliBe ELD must be
Lk synchronized to the veh&le  eusiggiwhag is known as an
E - Engine SynchronizatidModule (ECM) which is very common on
" . GPS trackers

Before scanning and connecting to an ECM ¢mage sure your
ELD has Bluetootfunctionality enabled:

Operating Mode ELD

1:53 PM | Tue, February 23 o

M apolio (e-Dash) ELD 1:52PM ~
Alert for io17
The ELD detected an change jurisdiction
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' We highly recommennuktallinga label or decalonthe velicke dashboar d
thelD of the ECM devicenstalled on the vehicklso write down this ECM
ID.

Q% =0 98% M 7:50 AM

-—
00:80:25:CB:0B:10
DISCONNECTED

To connect to the ECMevicetap on Scan Devicesgait for the device to show up
(make surthe correct ECM ID shows up)

% For the ECM detacevork properly and the ELD to be able to connect to the devic
read engine data, the engine must Be¢prtidd mnmind when operating the ELD.
Duty status changes, as an exanglgjmequarameters when generated. Make sure
engie is still running when making duty statbembasPsconfigurations
locks an ELD to a specific ECM device, in which case the Scan Devices
screen is not showrand the ELD will automatically run the diagnostic.

Q% = 0O 89%M12:20 PM

ECM-Linked Devices

10SiX ELD

lO
24:0A:C4:18:83:72

CONNECTED

SCAN DEVICES

CONTINUE
4
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A diggnostids performedo make surthe ELD is fully compliant and ready for driver
operation.

Q% =.089%M12:20 PM

IEG
Location Availability Passed
Storage Space Passed
Battery Level Passed
Bluetooth Connection Passed
Engine Data Passed
RPM 12:20:23 PM (EST) - 240
Odometer 12:20:23 PM (EST) - 93 Miles
Speed 12:20:23 PM (EST) - 4 mph
Engine Hours 12:20:23 PM (EST) - 37 Hours
Firmware

RUN ELD DIAGNOSTIC

CONTINUE

Reinstalling the ELD app

If you need to reinstéitle ELD app (or install it on a different device), please search the
Google Play Store for oapoll oELD6 and
for the first timgyou need to approve the following permissions:

Use camera Use location Use the network

B Allow apollo ELD (CA) to

h di d Allow apollo ELD (CA) to ¥, Allow apollo ELD (CA) to make
access phofos, mecla, an access this device's location? and manage phone calls?
files on your device?

DENY ALLOW DENY ALLOW

DENY  ALLOW

You also need to give permission for the app to show over other apps:

) % RO 100% @ 10:42 AM
SETTINGS Q APPS THAT CAN APPEAR ON TOP
Connections ‘1:' apollo ELD (CA)
Sounds and vibrati... Allow permission

This permission allows an app to show

Notifications things on top of other apps you're using.
This may interfere with your use of other
apps.
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You also need to synchronize the ELD with the portal at least Tapceon
CONFIGURE:

ELD has not been configured

CONFIGURE

Wait until the ED is synchronized with the server and the following message is
received:

ELD has been successfully configured
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ELD DrOerrati on

Driver Authentication

The ELD has three different accounts:

Driver. Unique, pedriver account used by drivéisurs of Service and ELD
regulationsThis account records duty status changes (RODS) and allows the export of
dr i ver 0 srintog displayahe agdntmutput file generation.

Support Account used byedttarrieand ELD manufacturer to setup, configure, update

and troubleshoot the ELD. No duty status changes are recorded with this account and
no access to driverodos record of duty
account.

Non-authenticated All operation of a commercial motor veliClV) is recorded
under this account (a.k.a Unidentifigder) if no driver has logged into the ELD. Non
authenticated records (vehicle movear@hbrduty time) are stored on the ELD as
well as the carriand should be assumed by a driver account.

Login using your driverds credentials. |
the login ID, cannot be duplicated amdwnique in the ELD system.

% Each driver using the system will have a unique login ID.

% This | ogin name and password is for
shared with any other person (driver or not). The login name belongs to the driver
andi s |inked to the ®ngdrvievésdpersoanase
the driver changes caraed is now driving for a different carrier, the login,name
under certain circumstancedi,remain the same ahédthedv er 6 s obl i ga
ask the home base carrier to uptheearrier name and DOT number on the
system.

The driver is restricted to be logged on to onlfebBeat any time. In order for the
driver to logon on a different mobile deuice driver must change to off duty status
and logout from the previous device.

Driver6 s  u.n/ameawent the driver is still logged &hR, but the device ceased

to function or gets lost, the driver must call the home basearat@esk for his login

name to be unlocked. The unlock proces
the time the driver solicited the login unlock.




Selecting a vehicle profile (assets)
Bef or e dr i exportddl and shared svithareauthotized agent, the driver must
update the correct vehigiormation. Please tap on the truck or tiailage to pick
B ErErarn from the asselist downloaded
‘I_I-Vehicleproﬁle duringthe login (see list below) or
to manally enter (if allowed) a new
truck or trailerOnce you select a
tractor or trailer from the
downloaded list the ELD will
always use th8N number license
plateand registration statesplayed
on the list.

SELECT TRACTOR SELECT TRAILER

Tractor Information:

Trailer Information:

=EBA] =EA]

% Important: Enter your
vehiclé s dashboar dods
value (twice) in order for the ELD

to adjust discrepancies betwiben
dashboard and engine odometer.

Operating Mode ELD




Maketractor and trailer selection p




»

"LI— Select Tractor

Show/Limit asset list to nearby ECM devices.
When a driver login dio the app andapson the Vehicle profile, the app will scan all the
nearby ECM devices and will list the veligieofile associatedith the MAC address found.
Drivers will have a toggle on that page to t
When configuring the driver profile, Carriers must select if this option will be set on or off, once
the driver login oto the app.

10




Tractor Information:

@B Tractor Number:

[ Tractor VIN: You can also add a new tractor or
Tractor Lic. plate: trailer (|f a||0wed by your Car)’iby
g Tractor Registration State/ selecting the + button located on

Province:

the top right of the screen:

CANCEL OK

% Once a new asseeated on the ELD, the asset information is broadcasted to the
portal and other ELdperating under the same carrier

Engine Synchronization (ECM connection)
To connect to the ECM devidap on Scan Devicesgait for the device to show up
(make sure the correct ECM ID shows up)

% For the ECM detacevork properly and the ELD to be able to connect to the devic
read engine data, treerangirbe turned on. Keep this in mind when operating the E
Duty status changes, as an example, require engine parameters when generatec
engine is still running when making duty st8wreeltangesnfigurations

11




lock an ELD to a speific ECM device, in which case the Scan Devices
screen Is not shown and the ELD will automatically run the diagnostic.

%

Q3= 0O 89%M12:20 PM

;e Note

CONNECTED

Some ELD
configurations lock
an ELD to a specific
ECM device in
which casdhe Scan
Devicesscreen is not
shown and the ELD
will automatically run
the diagnostic

ECM-Linked Devices

10SiX ELD

24:0A:C4:18:83:72

CONTINUE

SCAN DEVICES

ELD Diagnostics

Once connected to the ECM dewjioe can run an ELD diagnosi{accessible from

the topright menu). The diagnostic checks critical components on your ELD and alll
areas must pass the test in order for you to remain complaint.

Q% T® 100% 0907 AM

Diagnostic
Location Availability Passed
Storage Space Passed
Battery Level Passed
Bluetooth Connection Passed
Engine Data Passed
RPM 09:06:52 AM (EDT) - 240
Odometer 09:06:52 AM (EDT) - 93 Miles
Speed 09:06:52 AM (EDT) - 4 mph
Engine Hours 09:06:5Z AM (EDT) - 37 Hours
Firmware

TEST

12




Bluetooth and ECM connection statusThe ELD must be able to read engine data
at all times. Make sure the Bluetooth and ECM connection indicators remain green. If
theindicator turns red, please go to Scan Dewidennect to the EGlmked device.

G

Driver Profile (Preferences)
We recommend verifying the driver's profile. Please make sure the information is correct:

carriemame, your rule set {60ur or
70hour) and the home base time zone.
Select theu/esetdrop-down to change
Name rule set from 60h to 70h and vice versa.
o Select thewnits of measurement
(miles, gallons, kilometers or liters

9% TE 100% W 241 PM

et Starting 24h time is set by your carrier
Carrier 1D but could be changed at any time. Just
Horme Base . keep iimind that the new 24h starting

_ time will takeeffect on your next cycle
fime tone (after the386hrestart)

License State
License Number

Operating Mode

Rule Sat 60 Hours/7 Days

DistanceVolume Miles/Gallans

Starting 24h time

Personal Use (PU) and Yard Moves (YM)
As a driver, current regulations allow up to 75 Km of drivipggfeonal use This
provision allows you,téor instance, drive to the nearest rest, @rive home among
other reasons. The ELD will prompt yoadio a prelefined remark or type a different
reason.

I The ELD must be connected to the ECM dawiceder for the Personal Use
provision (button) to be available.

Once you have reached th&i#b limit you will receive a notification and you will be
automatically switched to Driving duty status:

13




9:26 AM | Fri, February 26 e

# apollo (e-Dash) ELD
Alert for io17
Your completed the maximum distance in personal use.

If the ELD shuts dow(e.g. power loss) or restarted, you will be prompted to either exit
or continue the Personal Use status:

The ELD also allows youdaive the vehiclaside a yard. Please, switch to Yard Move
(YM button) before putting the vehiclemotion.| f t he vehicl eds s
Km/h you will be switabd(automatically) to Driving duty status.

Same as Personal Use, if the EltBsisrtedyou will be prompted to either remain in
theYard Move status or egiich a status.

14






























































































